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LNC18-100 Din-Rail Connector
Freatures
▶	 1 Pole, 18 mm width (1 Module)
▶	 Standard 35mm Din Rail installation
▶	 Screw Terminals

Specifications

Standards		 	 	 	 	 	 IEC/EN 60974-7-1
–––––––––––––––––––––––––––––––––––––––––––––
Poles No.	 	 	 	 	 	  	 1P
–––––––––––––––––––––––––––––––––––––––––––––
Rated voltage	 	 	 	 	 230V/240V
–––––––––––––––––––––––––––––––––––––––––––––
Rated instalation
voltage (Ui)	 	 	 	 	 	 500V-
–––––––––––––––––––––––––––––––––––––––––––––
Rated current	 	 	 	 	 100A
–––––––––––––––––––––––––––––––––––––––––––––
Rated Frequency	 	 	 	 50/60Hz
–––––––––––––––––––––––––––––––––––––––––––––
IP-class 	 	 	 	 	 	 	 IP20
–––––––––––––––––––––––––––––––––––––––––––––
Material 	 	 	 	 	 	   	 PA66
–––––––––––––––––––––––––––––––––––––––
Max cable size	 	 	 	 	 35 mm2
	 	 	 	 	 	 	 	 	 (stranded and Flewxible 		
									         conductor)

–––––––––––––––––––––––––––––––––––––––

Compliance: EN 60947-7-1

Istalation Dimensions


